	Second recall campaign for the ST1300
The long awaited second recall for the ST1300 has begun.  Below is a description of the proposed modifications.  Be advised that this information is solely provided as a general explanation.  Only your dealer can provide you with full list of explanations.

Symptoms
In certain high speed driving conditions (180+ km/h), the driver can experience an instability issue.

Cause

The rigidity of the pivot point of the oscillating arm of the frame might be inadequate.  Which can affect handling conditions and diminish the driving stability at speeds greater than 180 km/h.

The solution

Replace the engine support mounts on the left and right side thus increasing the level of rigidity at the engine mount levels.

Modify the mounting method of the engine at the rear.

Modify  the pivot point of the left oscillating arm.

Affected models

ST1300.2 Standard - JH29C51B*2M000914 -> 2M000539
ST1300A.2 ABS - JH2SC51B*2M000914 -> 2M001091<o:p></o:p>

Motorcyles already sold

Send a recall notice to all current ST1300 owners to schedule an appointment with their dealers to have the recall work done.

Motorcycles in stock

Apply all changes at the time of delivery.  All modified motorcycles after July 2003 can be identified by a hollow point in front of the first character of the VIN on the steering column.

Preparation method

Place a hollow point in front of the VIN once the changes have been applied.

Replacement pieces
Référence du kit complet

50216MCS305

Composition du Kit :

Support moteur

50312 MCS 305

X2

Entretoise inférieure

50192 MCS 305

X2

Entretoise de cadre

50195 MCS 305

X1

Pare carter gauche

84216 MCS 305

X1

Boulon fixation moteur

90134 MCS G01

X1

Ecrou pare carter

94050 08000

X1

Axe bras oscillant G

90122 MCS 305

X1

Entretoise bras oscillant

52141 MCS 305

X1

Boulon d'axe oscillant

90108 MCS 305

X1

ST1300.2 Standard - JH29C51B*2M000914 -> 2M000539
ST1300A.2 ABS - JH2SC51B*2M000914 -> 2M001091

Required time 2h30
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